
Grand National 3-Piece Rear Spoiler Installation Instructions

Note: This spoiler is designed to bolt-up to your trunk lid, OR bond-on without drilling any holes.
If you prefer the bond-on method, skip to step #12.

1.)  Using 2" masking tape and a pen, mark the center of the (6) stud mounting blocks (which are
on the bottom side of the spoiler center section), so that the marks are visible from the top side.

2.) On the ends,  tape the center spoiler onto the trunk lid in the correct position.
A little fairing of the fiberglass may be necessary for a perfect fit. 

3.) Stretch a strip of 2" tape along the front and rear edge of the spoiler and transfer the center-
line marks to the trunk lid. 

4.) Remove the spoiler and draw a straight line to make the center of the mounting blocks.

5.) Measuring 1" from the edge of the trunk, mark on each line the bolt-hole location to be drilled.

6.) Using a 1/4" drill bit, drill the 6 bolt holes perpendicular (90 degrees)  to the surface.

7.) Tape on the spoiler securely in the correct position.

8.) Lift the trunk, and using an 1/8" drill bit (not the 1/4" one!)  carfully drill into the mounting blocks,  
just enough to mark the location - then remove the spoiler.

9.) Use the drill to carefully drill a pilot hole. Do not go too far! Take the stud hardware and screw 
on the provided nuts. 

10.) Using a deep-well socket and ratchet, drive the studs into the bottom of the stud mounts.
Be carefull not to go too far, as it may go through the surface of the spoiler.

11.) Remove the nuts and securely bolt up the spoiler to the trunk lid. 

12.) The end caps come with double sided tape, or can be bonded onto the quarter panels with
suitable materials available at your local bodyshop supply store. One we recommend is SMC 
bonding/filler putty, which is sold in economical quart sizes. If you prefer not to drill holes into
your trunk lid, you may also use this material to bond the spoiler directly on. 

13.) Hold the end cap up to the car with the trunk closed. After determining the correct position,
mark the edge location with 2" masking tape.

14.) Remove the end cap and scuff the paint well to promote adhesion.

15.)  Mask off the area. Use about 1 golf ball size amount SMC filler and 1" bead of hardner for
for each side. Mix the material well, and apply to bottom of the end cap on all sides. Hold until dry-
approx 2-4 minutes.

16.)  If any material squashed out, as soon as material hardens, carfully trim off the excess with a 
 razor blade. Remove the masking tape, and clean up with alchohol if necessary. 


